
Vanity Basin

Please note:Image is for illustrative purposes only and may differ slightly to the
actual product

 Single-person assembly
 Tools required
We always recommend using professional
tradespeople to install your product
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Congratulations on your purchase

And welcome to our growing gang of savvy shoppers

We're on a mission to bring you extraordinary bathroom products, for less. From modern
to traditional style ceramics, plus the gorgeous fixtures, fittings and furniture to match. So,
you can fall in love with your space every single day.

As one of the UK's largest independent bathroom stores, we've received countless awards;
including the National Business Awards UK, the Digital Entrepreneur Awards and being
placed on The Sunday Times Fast Track 100.

We hope your new product goes above and beyond your expectations. However, should
any problems occur, please:

 log in to your account and contact our customer services team via your self-serve
portal – betterbathrooms.com/CustomerAccount/Login

 contact us via betterbathrooms.com/content/contact-us

Important information
 Please read these instructions thoroughly and retain for future reference

 Always check for pipes and cables before drilling

Contents
 Basin x 1

Tools required
Silicone,Drill ,Spanner



Installation





BA C

Drawers Remove/Install

pull out/lock

To Remove the Drawer: Follow step 'A' and remove the fastener then follow step 'B'.

To Install the Drawer: Follow step 'B' and then follow step 'A' to lock the fastener.

Drawer position: If drawer position needs altering follow step 'C' to adjust the screw.

LH/RH DOOR OPTION

WOOD BLOCK5mmDRILL BIT

1) The door can be either left or right hand opening

2) Undo the screws of the hinge plate (attached to the cabinet) Flip the door

    over 180 degrees and refit the hinge plate on the opposite side panel.

3) The holes for the door handles are only partly pre-drilled so once the door
     is inthe desored position drill through the holes in the back of the door usinga 5mm drill bit

 Top Tip - use a serap block of wood on the front of the door when drilling through  

 this will help prevent any splitting. Do not force the drill through.

N.B. Drilled doors canont be returned
Fix the handle in position using the screws provided
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please  drill the holes according to the hole position mark on the wall

please put the floor standing unit to back to wall,  then  use a marker pen /pencil to make a drill hole positon  directly on wall according to the back panel hole's of unit.

1 1 1

2 2 2

3 3 3





Remind:

To clean this seat, do not use abrasive cleaning agents or materials, simply wipe clean with 

a soft damp cloth and a mild detergent. 

Use of abrasive cleaning agents and materials will invalidate your guarantee. 

Regular cleaning is necessary.





Cable Operated Dual Flush Concealed Cistern

CONCEALED CISTERN FITTING INSTRUCTIONS
Please ensure these instructions are followed carefully – if you are unsure about any aspect of the installation,

please consult a Qualified Installer. In the event of any problem with the function of this equipment, please 
check installation before contacting your supplier.

Before commencing installation, please check that all of the following items have been supplied, 
and you are thouroughly familiar with these instructions.

CONTENTS IN CARTON

Cistern Lid
Cistern Body
Flushpipe
Inlet Valve

Outlet Valve
Wall Hanging Bracket
Fixings Pack

All parts are quantity 1 unless stated otherwise

FITTING INSTRUCTIONS

INSTALLATION OF EQUIPMENTWARNING:

Do not use mole grips on plastic nuts

Do not use a sealing compound as damage
may occur to plastic components.

Do not overtighten plastic nuts

222mm

44mm

Line markings of cistern as drawn in picture ‘A’

When fitting wall hung fixing 
bracket, ensure that the arrow 
indicated points towards wall/cabinet

Using a screwdriver, lock the wall hung
fixing bracket into position using screws
provided, as shown in picture ‘B’

The fixings supplied with this cistern will
NOT suit every type of material or
construction

56mm

A

B

CONCEALED CISTERN FITTING INSTRUCTIONS
Please ensure these instructions are followed carefully – if you are unsure about any aspect of the installation,

please consult a Qualified Installer. In the event of any problem with the function of this equipment, please 
check installation before contacting your supplier.

Before commencing installation, please check that all of the following items have been supplied, 
and you are thouroughly familiar with these instructions.

All parts are quantity 1 unless stated otherwise

WARNING:

Do not use mole grips on plastic nuts

Do not use a sealing compound as damage
may occur to plastic components.

Do not overtighten plastic nuts

222mm 

44mm 

Line markings of cistern as drawn in picture ‘A’ 

When fitting wall hung fixing  
bracket, ensure that the arrow  
indicated points towards wall/cabinet 

Using a screwdriver, lock the wall hung 
fixing bracket into position using screws 
provided, as shown in picture ‘B’ 

The fixings supplied with this cistern will 
NOT suit every type of material or 
construction 

56mm 

A

B

Installation of Equipment

CABLE OPERATED DUAL FLUSH CONCEALED CISTERN

CON01

Contents in Carton

Cistern Lid
Cistern Body

Flushpipe
Inlet Valve

Outlet Valve
Wall Hanging Bracket

Fixings Pack
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Note: Maximum dimensions of flushpipe. Establish where
cistern is to be located relative to the WC pan. Hold
cistern in place, ensure cistern is level using a spirit level,
and mark where the cistern is to be located, as shown in
picture A. Mark top and sides of cistern and fit the wall
hung fixing bracket to the dimensions shown below.

Place the coupling nut
onto the flushpipe then place the seal as shown,
the seal must be no more than 35mm onto the
flushpipe, secure the flushpipe onto the valve,
hand tight, check for leaks.

Fit the finned gasket as shown, insert into WC
pan and ensure no leaks.

Connect the cable assembly to the button assembly by inserting the threads, then firmly clicking the slide across,
please ensure the route of the cable is not kinked.

Place conical sealing
washer over threads,
insert through hole in
cistern secure in place
using the slip ring and
1/2” back-nut supplied.
Secure hand tight plus
half turn with a spanner,
tighten further if
necessary.
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Ensure that all pipework is clear of debris before connecting to the inlet valve.

Final Commissioning

CLOCKWISE
TO LIFT UP
FLOAT AND
ANTI CLOCK-
WISE TO
LOWER
FLOAT

HOLD FLOAT
DOWN

Once installation is com-
plete, turn on water sup-
ply and allow the cistern
to fill. Adjust the water
level by rotating the
threaded rod, the water
level needs to be set to
the 6 litre water line
marked on the cistern.

Hold the inlet valve
float down, causing the
cistern to internally
overflow, ensure over-
flow is capable of dis-
charging the incoming
water, if necessary re-
duce flow by partially
closing the isolation
valve (not supplied).
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Insert threaded section of the valve into the cistern, with base
seal on the inside, secure with back-nut hand tight, tighten
further 1/2 turn using a spanner, check for leaks, tighten
further if necessary.
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Bezel

Bezel

Back nutInsert the button
assembly
through the
aperture and
secure in place,
hand tight using
the back-nut
provided, do not
overtighten as it
could cause the
button to stick.

             

CLOCKWISE
TO LIFT UP
FLOAT AND
ANTI CLOCK-
WISE TO
LOWER
FLOAT
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Place the coupling nut
onto the flushpipe then place the seal as shown, 
the seal must be no more than 35mm onto the 
flushpipe, secure the flushpipe onto the valve, 
hand tight, check for leaks.

Fit the finned gasket as shown, insert into WC 
pan and ensure no leaks.

Connect the cable assembly to the button assembly by inserting the threads, then firmly clicking the slide across, 
please ensure the route of the cable is not kinked.

Place conical sealing 
washer over threads, 
insert through hole in 
cistern secure in place 
using the slip ring and 
1/2” back-nut supplied.
Secure hand tight 
plus half turn with a 
spanner, tighten further 
if necessary.

Do not use mole grips 
on plastic nuts and 
do not use sealing 
compound, as damage 
may occur to plastic 
components.

Ensure that all pipework is clear of debris before connecting to the inlet valve.

Final Commissioning

CLOCKWISE
TO LIFT UP
FLOAT AND
ANTI CLOCK-
WISE TO
LOWER
FLOAT

HOLD FLOAT
DOWN

Once installation is com-
plete, turn on water sup-
ply and allow the cistern
to fill. Adjust the water
level by rotating the
threaded rod, the water
level needs to be set to
the 6 litre water line
marked on the cistern.

Hold the inlet valve
float down, causing the
cistern to internally
overflow, ensure over-
flow is capable of dis-
charging the incoming
water, if necessary re-
duce flow by partially
closing the isolation
valve (not supplied).

OUTLET VALVE
Insert threaded section of the valve into the cistern, with base 
seal on the inside, secure with back-nut hand tight, tighten 
further 1/2 turn using a spanner, check for leaks, tighten 
further if necessary.

PUT CABLE 
INTO SLOT 
ON CISTERN

Bezel

Bezel

Back nutInsert the button 
assembly 
through the 
aperture and 
secure in place, 
hand tight using 
the back-nut 
provided, do not 
overtighten as it 
could cause the 
button to stick.

Ensure that all pipework is clear of debris before connecting to the inlet valve.

Final Commissioning

CLOCKWISE
TO LIFT UP
FLOAT AND
ANTI CLOCK-
WISE TO
LOWER
FLOAT

HOLD FLOAT
DOWN

Once installation is com-
plete, turn on water sup-
ply and allow the cistern
to fill. Adjust the water
level by rotating the
threaded rod, the water
level needs to be set to
the 6 litre water line
marked on the cistern.

Hold the inlet valve
float down, causing the
cistern to internally
overflow, ensure over-
flow is capable of dis-
charging the incoming
water, if necessary re-
duce flow by partially
closing the isolation
valve (not supplied).
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Adjust the water 
level by unclipping 
the red rod and 
move the cup and 
float up or down 
and then clip the 
red rod back into 
place.

Hold the float 
down

Once installation is complete, 
turn the water supply and 
allow the cistern to fill. Adjust 
the water level by unclipping 
the red rod and moving the 
cup and float up or down and 
then clip the red rod back into 
place. The water line needs to 
be set to the 6 litre water line 
marked in cistern.

Hold the inlet valve float 
down, causing the cistern to 
internally overflow, ensure 
overflow is capable of 
discharging the incoming 
water, if necessary reduce 
flow by partially closing the 
isolation valve (not supplied).
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